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THE UNIVERSAL MILL TYPE UM 
• IMPACT MILL FOR DRY, MEDIUM-HARD, BRITTLE PRODUCTS 

• EXPLOSION PRESSURE SHOCK RESISTANT UP TO 10 BAR 

• CONFORMITY TO ATEX DIRECTIVE 2014/34/EU 

• HIGH RELIABILITY BY STURDY MECHANICAL DESIGN 

• WELDED HOUSING AND DOOR WITH SMOOTH SURFACES 

• MILD (ST) OR STAINLESS STEEL (N) VERSION 

• REDUNDANT TEMPERATURE MONITORED BEARING UNIT 

• GRINDING TOOLS EASILY EXCHANGABLE 

• TURBO ROTOR, PIN DISK, CROSS BEATER, TOOTHED RING 

• VARIABLE SPEED DRIVE TO ADJUST THE PARTICLE SIZE DISTRIBUTION 

• PERIPHERAL EQUIPMENT SUCH AS FILTER, FAN, VALVES AVAILABLE 

 

 

 
 

UNIVERSAL MILL SIZE UM 0.3 UM 1.3 UM2 .3 UM 3.3 UM 4.3 UM 5.3 UM 6.3 

TOOL DIAMETER  IN mm 220 310 450 600 800 1000 1200 

CAPACITY FACTOR   1 1.8 3.2 4.9 7.3 11 20.4 

AIR VOLUME MAX. IN m³/min 10 15 25 35 45 70 120 

ELECTRICAL POWER IN kW 7.5 15 22 37 45 90 160 
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